
1/2" plug-r--._ 

4" ball valve ---

Locking well cap 

Compression well seal 

1/2" female NPT ball valve 

i..--t--1/2" tee 
4" tee-+--· 

'--r..,-,.--.....-' 

Ground Surface 

100'bgs 

Schedule-80 - ...... 
PVC tag line 
(0.957" ID., 
1.315" 0.0.) 

763.5' bgs 

Annular space 
between borehole wall 
and prepacked screen--+ 

785' bgs---• 

Pressure gauge (0-100 psi) 

- 20" steel casing 

~Cement pad 

i·nv--17.5" borehole with 1 O" steel conductor casing 
from O' to 100' bgs 

. ....,-······Portland cement between conductor casing 
and borehole wall from 0-100' bgs 

1...1--- Portland cement between conductor casing 
and well casing from 0-100' bgs 

Thread and couple Hyundai Hysco ASTM A53A-E 
carbon steel pipe (4.03" ID., 4.5" OD.) 

_v-- 9-7/8" borehole 

Threaded stainless-steel submersible pump casing 
(1.049" ID, 1.33" 0.0.) 

--Portland cement 

Franklin Electric J-Class Sand Handler 4" 
stainless 3HP submersible pump 

, 8.5" 0.020 slot prepacked stainless steel screen from 765'-785' bgs 

Open space - mud recirculated prior to screen placement 

Cement grout from 797' - 984' bgs 

boring terminated 

Not to Scale 
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